PLUMBING

DETAILS

MO PLUMBING VENT
MAY BE CLOSER THAN
~|10' TO PROPERTY LINE

3 MINIMUM VENT ———p

VENT INTERSECTION MUST P ‘.;
BE AT LEAST £“ ASOVE RIM o &7
OF FIXTURES SERVED /’ \‘. ,,, SINK

\KEEP TRAPS AS CLOSE
10 FINTURE AS

: / \ POSSIBLE
HORIZONTAL
WASTES REQUIRE

CLEARANCE 1N
l HOUSE DRAIN
/ 3" MINIMUM
COMBINATION Y & 1/8 BEND

FRONT OF CLEANOUT
AT INTERSECTION

CLEANQUTS
127 Min, ter 2 @ balow
18" Min, above 27

NOTE:
CONSULT PLACEE COUNTT PLURBING
ORDINANGE FOR MAKIMUM NUMBER
OF FIXTURES ON EACH WASTE OR
VENT LINE

CLEANOUTS
ACCESSIBLE
AND ABOVE
GROUND

APPROVED SHOWER RECEFTOR
OR APPROVED SHOWER PAN
WITH SUBDRAIN AND
NOMABSORBENT INTERIOR

u GALVANIZED IRON PIPE

"6" MINIMUM CLEARANCE
ABOVE GROUND

SHOWER

AUTOMATIC

R TuB WASTE AND OVERFLOW MUST BE

ACCESSIBLE FOR REPAIR AND

INSPECTION
SANITARY TEES AT FIXTURE INLETS

2= TRAP WATIN 177 MINIMUM GRADE FOR

HOROZONTAL SOIL OR WASTE PIPE

TYPICAL PLUMBING LAYOUT

No gas piping shall be installed in or on the ground under any bullding or siructure and &l
exposed gas piping shall be kept at least six (8) inches (152.4mm) sbove grade or structure.
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E When y due to sir
m:hllod in other locations when permission has first been
Authority.

| conditions, approved type gas piping may | be
i from the Admi

A. PROVIDE GHANNEL OR
RECESS IN SLAB, USE
REMOVABLE COVER PLATE

ODUTSIDE AT LEAST & (152.4mm)
ABOVE GRADE.

] WI'MNRLP MT

CONCEALED GAS PIPING

Wetventing s limited 1o vertical drainage pip ,mummu armofone (1) and
mmlmnunltﬂammmtﬂuumua L tour (4) A ::omwudl(n)w-
shail be on the sama floor level; pmmmmmm-mmmm-m
vent shall be on the same floor level as the wet vented fixtures.

2° VENT (MINIMUM REFER
TOUPC.CH.5

FOR AGGREGATE CROSS
SECTIONAL AREA RULE),

=" CONTINUOUS VENT
|

| DBL SINK
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VEATICAL WET VENTING
20 - 2% TOTAL 4 FIXTURES
1-BATH TUB
1-AUTOMATIC WSHA.
1-KITCHEN SINK
wWe 1-LAVATORY
1%* 4 TOTAL
WATER CLOSET NOT BT
CONS!DERED SINCE IT
DRAINS INTO A DRAIN .
LINE, NOT A WET VENT rs ALL FIXTURES ON THE

SAME FLOOR LEVEL

M

PLAN YVIEW

VERTICAL WET VENTING
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PLUMBING IN 'I.‘RENCH

Traps for island sinks and umwmlumm above the Roor and may be venied by
extending the vent as high as possible, but nol less than drain mmmmhmm

downward and connectsd 10 the horizontal sink drain from the vertical fxiure
drain. )
The d ventshall be ted to the hol, | drain through a Y-branch fiting, (see “b")

mmmmummahdmumwmmnmmwmd.
Y-branch fitting immedialely below the floor. This foot vent extends 10 the nearest partition and thence
through the roof o the open air, or may be connected 1o other vents at a point not less than (6) inches (152.4

mm) above the flood level rim of the fixture served.
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VENT THROUGH
L__ & DRANBOARD ROGF OR CONNECT
.? IH TO OTHER VENTS
i 1
y 1 NEAREST ———m
) B PARTITION
o | A VERTICAL
! " cgﬂ:‘r’“ %* PER FOOT
VERTICAL  2° GRADE
¥ FIXTURE L CLEANOUT
. FLOOR _ DRAIN
e e S S S
NO FIXTURES UPSTREAM l FOOT VENT 1% * d

A CO. ¢
T gt s
A, B AND C ARE Y-BRANCH FITTINGS

SPECTAL VERTING FOR ISLAND FIXTURE

HORIZONTAL DRAIN 2°
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